Table 5 Post-Remediation PCB Results
Taylor Spring
Neal's Landfill, Bloomington, Indiana

Sampling PCB'’ Data TSS, | Conductivity, | Temperature, Flow",
Sample ID Date ppb | Validated? | mg/L uS/cm deg C gal/min
NLI915 4/10/03 <0.1 Y 11 554 16.9 1
NL1889 11/12/02 0.2 Y 5 454 10.8 10
NL1776 5/21/02 <0.1 Y 11 543 19.3 1S5
NL1769 4/11/02 <0.1 Y 6 536 19 20
NL1762 3/14/02 <0.1 Y 2 500 14 15
NLI7(‘)4 2/13/02 <0.1 Y <1 500 3.9 |
NLI1691 1/3/02 0.1 Y 27 527 0.3 1
NL1635 10/19/01 <0.1 Y 3 598 14 15
NL1625 9/14/01 0.20) Y 5 506 16.3 1
NLI1611 7/27/01 0.2 Y 33 580 26 |
NL1604 6/14/01 0.57R Y 14 495 25.1 1
NLI1531 4/11/01 <0.1 Y 18 485 25.2 |
NL1524 3/21/01 <0.1 Y 9 546 172 3
NLI516 2/27/01 <01 Y 3 599 9.4 50
NL1400 12/21/00 <0.1 Y 20 588 35 NR
NL1395 10/19/00 <0.1 Y 8 659 17 NR
NL1335 8/15/00 <0.1 Y <l 706 27.8 NR
NLI1261 6/13/00 0.18 R Y 34 629 28.2 NR
NLI215 4/14/00 <0.5 Y 5 567 16.4 NR
NLI109 2/22/00 0.11 Y 5 615 8.8 NR
NLI101 12/18/99 <0.1 by 6 635 58 NR
NLI0OSS 11/1/99 <0.1 Y <l 556 13.3 NR

“Samples were analyzed to a detection limit of 0.1 ppb for all PCB parameters except Aroclor 1221 (detection limit 0.2 ppb
or 0.5 ppb). Other detection limits may occasionally result from non-normal sample volumes, dilutions, ctc.

b
Flow estimated visually.

NA = Not applicable.




